Strapping Machine:

Instructions for safe use
ONLY those who have their Supervisor's permission may use this machine.
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The JK2 semi-automatic strapping
maching i strong enough tocope vith
genralindustrial paclaging stuations
but ght enough tobe vnesid betwen
work stations as needed. The working
height of th tole s adustable and thre
is ample foot room o enabl te aperator
tostand close tothe machine and work
witout bending. Srap lozcing s staight-
forward and all contrls ar located
extermally. The machine has & versate
tension range and is manufactured

o thei traitonal high qualty by the
Strapack Corporaton

The machine aperates 0 a 230w single-phase.
Supply with a 110v opion and uses polypropyiene
sirapping ina varity of wicths.
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Do NOT place drinks on the top of the machine.

· Do NOT reload spool holder until the power is OFF

· Do NOT open or remove panels or doors until the power is OFF

· Do NOT operate the machine with access panels or top either open or removed

· Do NOT attempt repairs or adjustments until the power is OFF

· Do NOT wash down. Avoid contact with water. Clean carefully when the power is disconnected.

INSTRUCTIONS FOR USE

1. Plug in the mains lead and switch on the power switch on the control panel. Allow the machine to warm up for approximately 1 minute.

2. Set the "Feed" and "Tension" controls appropriately for the package to be strapped.

3. Position the package with its right edge over the sealing block.

4. Pull the strapping over the package and feed its end into the right-hand side of the sealing block. 

· Keep your hands clear of the strapping. 
· Do not leave them between the strapping and the package!
5. Switch off, unplug and return the machine to its storage position immediately the work has been completed.

If in doubt - ask !
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