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Prior to the installation of an oil storage facility the Site Manager will ensure that a Risk Assessment and Method Statement containing details of how the facility is to be planned, constructed, secured and maintained during its use on site and will obtain from the supplying contractor confirmation in writing that the facility conforms to The Control of Pollution (Oil Storage) (England) Regulations 2001, NB For the purposes of the above Regulations “OIL” means any kind of oil and INCLUDES Petrol. This check sheet shall be completed by the company on site when any oil storage facility is initially installed on the site or is subsequently moved to another part of the site.  Oil storage includes any “container” (fixed tank, drum, mobile bowser or intermediate bulk container).
	Project No
	
	Supplying Contractor
	

	and Site
	
	
	


	ITEM
	( X
	REMARKS
	
	ITEM
	( X
	REMARKS

	TYPE OF STORAGE CONTAINER AND ACCESSORIES
	
	Fixed Tank

Mobile Browser

Drums

Other (State)
	
	*WRITTEN CONFIRMATION
(That the installation meets the legislative requirements)
	
	

	PRIMARY TANK
	
	Single Skin

Double Skin

Other (State)
	
	SUITABLE AND SUFFICIENT DRIP TRAYS AVAILABLE FOR ALL FILLING OPERATIONS
	
	

	SITE LOCATION

(Must be outside of buildings)
	
	
	
	PROVISION FOR REMOVAL OF BUND CONTAMINANTS

(Water, etc)
	
	

	SUBSTANCE CONTAINED

(Diesel, Release Agents, Hydraulic Oil, etc)
	
	
	
	PROXIMITY TO LIVE EQUIPMENT

(Risk of safety distance infringement during refuelling)
	
	

	BUND CONSTRUCTION
	
	Integral with Tank

Separate

Other (State)
	
	ADEQUATE STORAGE OF OIL SOAKED CONTAMINATED MATERIALS

(Separate container)
	
	

	BUNDING ARRANGEMENTS

(Must have 110% capacity of largest container or 25% of aggregate total contents)
	
	
	
	SECURITY ARRANGEMENTS FOR INSTALLATION

(Out of hours consideration – protection from unauthorised access)
	
	

	APPROPRIATE SIGNAGE

(Identification of ‘Oil Storage’, no unauthorised personnel, no smoking, no naked lights, PPE to be worn, etc)
	
	
	
	FIRE PREVENTION FACILITIES

(Suitable in date fire extinguisher fixed in close proximity)
	
	

	PROXIMITY TO INLAND FRESHWATER SUPPLY (RIVERS, STREAMS, DITCHES)

(Not closer than 10 metres)
	
	
	
	EXTERNAL PIPEWORK AND/OR ACCESSORIES

(Must be inside the bunded facility)
	
	

	PROXIMITY TO INLAND WELL OR BOREHOLE

(Not closer than 50 metres)
	
	
	
	SUITABLE AND SUFFICIENT COVERING OF BUND

(To prevent rain, etc ingress)
	
	

	PROXIMITY OF DRAINS
	
	
	
	SPILLAGE RESPONSE KIT AVAILABILITY
	
	


	Comments 
	Each re-filling operation must be supervised by a competent designated person

	


	Signature:
	
	
	Print Name:
	
	
	Date:
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